Index

absorption see water absorption
abrasion resistance
  armourstone 72–3, 74–8, 98, 142
  field testing of loose rock pebbles 121–34
  testing of pieces of construction materials 193–6
  see also specific tests
acceptance sampling 175–80
adhesion 159
Aggregate Abrasion Value (AAV) 74, 142, 149–57, 160, 162, 165, 194
Aggregate Impact Value (AIV) 72, 77, 79–80, 82, 84, 140, 160–62, 164, 175, 193
aggregates
  alternative 139, 154, 185–92
  heterogeneous 156
  high PSV 159–67
  High Specification (HSA) 149, 160, 162–3
  lightweight 187
  marginal quality 139, 140
  see also specific types
alkali–aggregate reactivity 186
alkali–silica reactivity 139, 172, 173, 187, 189, 192
American Society for Testing and Materials (ASTM) 139, 140, 143, 144, 186, 194
anorthosite 156
armourstone 59–63
  degradation modelling 131–3
  demand estimates 61, 62, 87–9
  failure and deterioration 92
  grading specification 87–9
  loose material 121
  processes affecting 91–2
  properties 67
  quality testing and specification 65–85, 87–9, 96–105, 118–20
  suitability assessment 91–105
aspect ratio (shape factor) 88–9, 120
asphalt aggregates 142, 150, 159, 160
ASTM see American Society for Testing and Materials
attrition see American Society for Testing and Materials
attrition 77, 81, 122, 143–5; see also abrasion; wear
basalts 70, 81, 128–34, 152, 153, 154, 155, 156, 157
bathymetric surveys 24, 26, 38
  demand estimates 61–2
Beachy Head 52
Belgium 3, 12, 51
bituminous pavement aggregates 140, 142, 145–6, 150, 159
blasting 91, 98, 104, 109, 110–12
block integrity 70, 81, 82, 83, 101, 120; see also breakage resistance
borehole drilling 24–5, 51
breakage processes 122
breakage resistance 70–72, 78–81, 83; see also block integrity
breakdown, mechanical 139–47
breakwaters 98, 104, 107–10, 122
Breydon Formation 41
Bristol Channel 5, 7, 8, 43, 54, 55
British Geological Survey (BGS)
  beach recharge resources data 4, 49, 51
  maps and mapping 3, 36–8, 51
British Marine Aggregate Producers Association (BMAPA) 51
British Standards Institution (BS 812) 66, 88, 160, 194, 196
calcareous material 11–12
Canada 139–47
carbonate sand extraction 12
Cardigan Bay 54, 55
Celtic Sea 35, 54
cement–aggregate mix testing 187
CEN see Comité Européen de Normalisation
  chalk 52, 123, 128–34
  Cheshire 55
  Chesil 127
china clay waste 185–92
CIRIA
  beach recharge demand estimates 61–2
  beach recharge materials 4, 47–56, 134
  rock armour demand estimates 61–2
  sea bed sediment database 51–2
CIRIA (1996a) Beach management manual 122, 123
CIRIA (1996b) Beach recharge materials 134
classifications
  aggregate material size 51
  armourstone 88–9
  beach material 49
  clay deposits in marine aggregates 40
  clay minerals in armourstone 70, 81
  clayey limestone 141, 143
  Coast Protection Act (1949) 60
  coastal erosion and deposition 59–60
  coastal engineering works 59–63, 121–34
  coastal landforms, submerged 7 42–3
  colliery shale 186
  Comité Européen de Normalisation (CEN) 67, 81, 82–3, 87, 89, 149, 194
  compressive strength, armourstone 70–72, 80–81, 82
concrete
aggregate 3, 15, 25, 40, 142–3
alternative sources 185–92
crushed, wear characteristics 152
lightweight 187
high performance 139
paving, testing 175–6
sand, quality testing 143–5
surfaces, abrasion testing 195
Cone Penetration Test (CPT) 24, 25, 26, 27
certainty bounds 172–4, 175–80
certainty intervals 171–2, 175, 182
Construction Industry Research and Information
Association see CIRIA
continental shelf 3–13, 17–20, 35–43
control-charting 180–82
core sampling 38; see also vibrocoring
Crown Estate
database of marine aggregates 49, 51–2
licenses for dredging 33, 35, 43
Cumbria 55, 56, 188
cusum charts 180–82
cut-and-fill sedimentation 38–9, 42
databases
British Geological Survey 51
Crown Estate 49, 51–2
Hydrographic Office 51
proposed, for armourstone 66
in site investigation 26–7
degradation
modelling 131–3
see also specific tests
DEMAS dredging model 29
Denmark 3, 9–11, 12
density properties, armourstone 68–9, 82, 84, 92, 98,
101–3
density-corrected MDE 155
Deval test see micro-Deval test
Dinas Dinlle, N. Wales 123
Dorger Bank 54, 56
dolomite 103
Dorry abrasion test 150
dredgers 16, 27, 35, 40
modern developments 23, 44, 45
overflow losses 25, 27–9
dredging 3–13, 33–45
assessment of offshore deposits 15–29
environmental impact 13, 27–9, 35, 62
Kerteh 107
model 29
drilling, armourstone quarries 98, 110–12; see also borehole drilling
drop test 70, 81, 82, 83
durability tests 98, 101, 102, 103; see also degradation
Durham coast 54
East Anglia 53, 55, 59; see also Great Yarmouth;
Southwold
echo-sounding 51
English Channel 4, 6–7, 35, 52–3, 55, 56
environmental impact
costal engineering 59–61
dredging 13, 27–9, 35, 62
gavel extraction on land 62
rock and beach material extraction 62–3
European marine sand and gravel sources 3–13
explosives 111; see also blasting
c factor interaction matrices 92–6, 105
failure and deterioration of armourstone 92
feldspathites 69–70
field investigations
abrasion of pebbles 121–34
armourstone quality 83
fine aggregate, breakdown of 143–6
flint 154, 196
flint aggregate concrete 195–6
flint gravel 152
flint shingle 123, 127, 129, 130, 132, 133, 134
flood defences 59, 61
flooring, abrasion testing 193, 196
fluvial marine sediments 5–7, 8, 9, 11, 20, 35–8, 42
fracture toughness tests 70, 71, 74, 77, 78–9, 81, 82, 83,
84–5
fragmentation, Pasir Panjang armourstone quarry 112–3
France 3, 11–12, 51
freeze-thaw tests 69, 81, 83, 84, 98, 103, 186
frost action 139, 143, 144
gabbro 154, 155
goelectric systems 24
Germany 3, 12, 51
glacial marine sediments 7, 9, 10–11, 35–7
clac-eustatic sea level changes 5–7
glass, waste 139, 186
gneiss 129, 130, 140
Government View procedure 35
granites 140, 153, 154; see also Pasir Panjang
armourstone quarry
grant aid for coastal defence work 60, 61
granular base aggregates 145, 146–7
granulite 196
gavel
land extraction 62
offshore resources 4
teraces 6
wear characteristics 154
see also sand and gravel, shingle
gavel-sized material for dynamic coast protection
121–34
Great Lakes (USA) 98, 123
Great Yarmouth 4, 6, 7 40–41, 53
greywackes 125, 150, 151, 152, 153, 156, 157, 160–67
INDEX

gritstones 154, 159–67
groundwater conditions in armourstone quarries 98, 103
grouting filler 186
groynes 107, 121
Guyana 61

Happishburgh 53, 55, 87
Hastings 4, 7
Hayling Island 127
High Specification Aggregates (HSA) 139, 140, 149, 159–60, 162–3
highway surfacing see surfacing aggregates
Hilton Bay, Scotland 123
Hollington Quarry, Staffs. 128
Hong Kong 16, 17, 19–20
Hudson interaction matrices 92–6
Humber offshore area 4, 5, 7, 54, 55
Hurst Spit 126, 127, 133
hydrodynamics 133
Hydrographic Office 51
hysteresis 159

Icelandic Dorry test 150
import and export
aggregates 3, 8, 12, 47
armourstone 61, 87–8
Indonesian sand attrition test 144–5
interaction matrices 92–6, 105
Ireland 12
Irish Sea 4, 7
ironstone 123
Isle of Man 7, 54, 55
Isle of Wight 4, 7, 40, 52, 56, 123

J-charts 180–82
Japan 15
Jersey 87
jetties 107

Kemamang quarry, Malaysia 108
Kenya 61
Kerteh, Malaysia 107–20
Kolmogorov–Smirnov test 131

La Collette land reclamation scheme 87
Lancashire–Cheshire offshore region 55
Larvik armourstone 87, 195–6
limestone aggregate concrete 195–6
limestones 98, 103, 123, 125, 141, 152, 153, 154
Lincolnshire 61, 62
Lithothamnium (Maerl) 11, 12
Liverpool Bay 5, 7, 54
Los Angeles abrasion test 82, 98, 103, 140–41, 146, 152, 193, 196
Lovegrove attrition test 150, 151

Lundy 54
Lyme Bay 53

Mablethorpe to Skegness scheme 61, 62
Maerl (Lithothamnium) 11, 12
Magnesium Sulphate Soundness Value (MSSV) 69, 84, 98, 103, 143–4, 145, 150, 160, 162, 165
Malaysia 107–20
Maldives 61
Maplin Sands 6
maps and mapping, seabed geology 3, 36–8, 41–2, 51
marine sand and gravel see sand and gravel
marine transport vessels 118; see also dredgers
materials procurement planning 66
matrices, interaction 92–6, 105
measurement uncertainty 169–70
Melton Ross quarry, S. Humberside 128
methylene blue test 69, 84
micro-Deval test
dry (MDS) 151, 153
soaked 153–4
wet (MDE) 72, 74–7, 81, 82, 83, 84, 140–47, 151–7, 160, 162
Canadian version 141
Mill Abrasion Value ( MAV ) 74; see also QMW mill abrasion test
mineral fabric strength tests 70–72, 78–82
Minerals Planning Guidance Note 6 ( MPG 6 ) 49–50
mobility number 121–2
modelling
armourstone degradation 131–3
dredging 29
sand and gravel resources 26–9
Morecambe Bay 55
mortar shrinkage 144

Netherlands 3, 8–9, 51
New Zealand 125
Norfolk Banks 5
Northam Burrows, Devon 126
Norway 3, 12

offshore deposits see sand and gravel
Onondaga limestone 98
Oresund link 10, 12
Owers Bank 7, 43, 52

palaeovalleys 52–3
Palliser Bay (NZ) 125
Particle Size Distribution (PSD) 25, 26, 27, 29
Pasir Panjang armourstone quarry 108–20
paving concrete, compressive strength tests 175–6
peat deposits in marine aggregates 40, 41
Pennant Sandstones 160
Pensarn, N.Wales 122, 123, 125, 127
INDEX

petrographic assessment
aggregates 25, 139
alternative aggregates 186
armourstone 68, 70, 81, 82, 83, 84, 92, 98, 101, 103
Pevensy 127
point load strength 71–2, 74, 75, 78–9, 82, 84, 98, 103
Polished Stone Value (PSV) 149, 150, 159–67, 194
porphyry 154
prediction interval 170
Prestatyn, N. Wales 123
product-testing 169–182
pulverized fuel ash (pfa) 185–92
QMW mill abrasion test 66, 72–8, 82, 84, 124–5, 128–34, 193–4
quality
  high see High Specification Aggregates (HSA)
marginal 139, 140
quality control
  aggregate testing data 169–82
  armourstone 65–85, 87–9, 96–105, 118–20
  quality rating assessment system 102–5
  quarries, armourstone 62, 66, 91, 96–104, 107–20, 123
  quarry waste see china clay waste; slate waste
  quartzites 104, 154
Quaternary geology 33–45
revetments 107, 122–3
rock armour see armourstone

sampling
  acceptance 175–80
  offshore sand and gravel 20–23, 24–5, 38, 41, 51, 52
  quality control of armourstone 83–5
sand
  estimated recharge demand 49–51
  marine resources 55
  quality testing of sand for concrete 143–5
  size classification 51
sand and gravel
  assessment of offshore bodies 15–29
  for beach recharge 47–56
  demand estimates 49–51
  exporting and importing 3, 8, 12, 47
  marine resources 3–13, 17–20
  resource modelling 26–9
sandstones 104, 123, 128–34, 152, 160
schist 154
Schmidt impact resistance 98, 103
Scotland 62, 123, 188
sea walls 59–60
Seaford 127
seismic interpretation 25–7
seismic surveys 20–24, 38–41, 51–2
set-aside 98
shales 141, 143, 144, 150, 151, 156, 186
shape factor (aspect ratio) 88–9, 120
shell fragments in marine aggregates 45, 52, 54
shell sand 11
Shewhart charts 180–82
shingle
  estimated recharge demand 49–51
  marine resources 55–6, 134
  for dynamic coast protection 122–3
  size classification 51
  size comparisons 127
  see also gravel
Shoreham 126
Sidmouth 127
Singapore 107
skid-resistance 150, 159, 163, 165–7
slag deposits 186
Slapton Sands 125–34
slate recharge material 123
slate waste for use in concrete 185–92
smectites 70
Solent River 40
Solway Firth 55
sonic velocity 81, 82, 83, 98, 103
Sonnenbrand effect 69–70
Southwold 4, 6, 53
specific gravity see density properties
  stability number 121–2
Standard Penetration Test (SPT) 26, 27
Start Bay 53
Start Point 126
statistical quality control 169–72
strength, armourstone 70–72, 80–82, 92, 98, 101, 103
sulphate soundness see Magnesium Sulphate Soundness Value (MSSV)
sunburn effect 69–70
surfacing aggregates 140, 142, 145–6, 149–57, 159–67, 162
Swansea Bay 54
Sweden 12

Teesport 54
Ten Per Cent Fines Value (TFV) 150, 160, 162, 164
tender document analysis 87–9
tests
  aggregates 139–40, 142–7, 149–57, 169–82
  armourstone 65–85, 101–3
  see also specific tests
tetrapods 107, 109, 119
texture, surfacing aggregates 159, 166–7
Thames Estuary 5, 6, 753, 55, 56
Towyn, N. Wales 62
tracer methodologies 133
Travers Morgan report 159–60, 162–3
Tyne-Tees offshore region 54, 55, 56
tyre–aggregate interface 149–50, 159–60; see also skid-resistance
United Kingdom
  armourstone market 87–9
  marine aggregate resources 3–8, 12–13, 33–45

vibrocoring 24–5, 51
Vitruvius 98

Wales 54–5, 122, 188
Wash, The 53
waste products as aggregates 139, 185–92
water absorption
  aggregates 160, 163–4
  armourstone 69, 84, 98, 103
Water Act (1991) 60
Waterswallows Quarry, Derbyshire 128

wear
  life, shingle material 133
  losses, beach recharge 123, 125, 132–3
  tests 150, 193–6
  see also abrasion; degradation
weathering resistance of armourstone 69–70, 81, 83, 92, 102, 103
wet abrasion test see micro-Deval test
wet attrition value tests 77, 81
Wet Dynamic Crushing Value (WDCV) 72, 80, 81, 84
Whitstable 127

Yare Valley Formation 41
Yorkshire–Humber offshore region 54, 55, 56; see also
  Humber offshore area

zeolites 69–70