References

ABBISS C P (1981) Shear wave measurements of the elasticity of the ground, 
*Geotechnique* 31, pp 91–104


BATES R C (1992) Environmental geophysics in the US; a brief overview, *Geoscientist* 2 (2) pp 8–11


BOGOSLOVSKY V A and OGILVY A A (1977) Geophysical methods for the investigation of landslides, Geophysics 42 pp 562–571


BRITISH STANDARDS INSTITUTION


BS 2600 Radiographic examination of fusion welded butt joints in steel: Part 1: (1983) Methods for steel 2 mm up to and including 50 mm thick Part 2: (1973) Methods for steel over 50 mm and up to and including 200 mm thick (BSI, London)


BS 6208 (1990) Methods for ultrasonic testing of ferric steel castings including quality levels (BSI, London)


COMMITTEE ON EARTHQUAKE ENGINEERING 1985, National Research Council, USA


COON R F (1968) *Correlation of engineering behaviour with the classification of in-situ rock* (PhD thesis, University of Illinois)


FERGUSON C C (1992) The statistical basis for sampling of contaminated land, *Ground Engineering* 25 (1)


FINCH J W (1979) An application of surface electrical resistivity methods to the delineation of spoil tip leachate, *Proceedings Symposium: The Engineering Behaviour of Industrial and Urban Fill*, University of Birmingham, Midland Geotechnical Society c35–c44


GOUGH D I (1953) Investigation of foundations by seismic method, *South African Institution of Civil Engineers Transactions* 3 pp 61–70
GRAINGER P, McCANN D M and GALLOIS R W (1973) The application of the seismic refraction technique to the study of the fracturing of the Middle Chalk at Mundford, Norfolk, Géotechnique 2 (3) pp 219–232


HARDIN B O and DRNVICH V P (1972) Shear modulus and damping in soils: measurement and parameter effects, Soil Mechanics Foundations Division 98 (SM6)


INTERNATIONAL SOCIETY FOR ROCK MECHANICS (1981) Commission on Standardisation of Laboratory and Field Tests


KIM Y S, TATSUOKA F and OCHI (1994) Deformation characteristics at small strains of sedimentary soft rocks by triaxial compression test, Géotechnique 44 (3) pp 461–478

KING R A (1977) A review of soil corrosiveness with particular reference to reinforced earth (TRRL Supplementary Report 316, Transport and Road Research Laboratory, Crowthorne)


LAPENNA V, PERRONE A, PIETRO L, PISCITELLI S, RIZZO E and SDAO F (2000) 2D resistivity and 3D self-potential tomographies in the study of the Giarossa Landslide (Southern Italy), Proceedings of the 6th Meeting of Environmental and Engineering Geophysics, Bochum, Germany

LEBRETON F, SARDA J P, TROQUEME F and MORLIER P (1978) Logging tests in porous media to evaluate the influence of their permeability on acoustic wave forms, Society of Professional Well Log Analysts 19th Annual Symposium, El Paso, Texas, Q1–26


LOKE M H and BARKER R D (1996b) Practical techniques for 3D resistivity surveys and data inversion, Geophysical Prospecting 44 (3) pp 499–523

LOMNITZ C (1994) Fundamentals of Earthquake Prediction (John Wiley and Sons) 328 pp
LOMNITZ C (1999) *The Road to Total Earthquake Safety* (Seventh Mallet Milne Lecture, A A Balkema) 89 pp


McQUILLIN R and ARDUS D A (1977) Exploring the Geology of Shelf Seas (Graham and Otman, London)


236 CIRIA C562

NEW B M (1971) Ultrasonic wave propagation in discontinuous rock, *TRRL Laboratory Report 720*


PECKER A (1991) *Garner Valley – Downhole experimentation – Soil profile and mechanical characteristics* (Géodynamique et structure, Project 03-90, Report No 1, Rev A)


POSTER C and COPE C (1975) The location of backfilled quarries by high resolution gravimetry, The Arup Journal 10 pp 7–9


PRENTICE J and McDOWELL P W (1976) “Geological and geophysical methods in the location and design of services” Underground Services (No 4) pp 15-8


REYNOLDS J M (1997) An introduction to applied and environmental geophysics (John Wiley & Sons Ltd, Chichester) 796 pp


ROBBINS S L (1980) Bibliography with abridged abstracts of sub-surface gravimetry (especially borehole) and corresponding in-situ density determinations (United States Geological Survey, Open File Report) pp 80–710


SCHNEIDER B (1967) Contribution it l’etude de massifs de la fondations de barrages, Transactions du Laboratoire de Geologic de la Faculte de Sciences de Universite de Grenoble, Monsoir 7


SITE INVESTIGATION STEERING GROUP (1993) Site investigation in construction Parts 1 to 4 (Thomas Telford, London)


TRRL (1975) Probing ahead for tunnels: a review of present methods and recommendations for research (Supplementary Report 171 UC)


VENESS K J (1996) The use of rapid surface geophysical surveys in ground investigations of large development and redevelopment sites (M.Phil, Thesis Middlesex University) 195 pp


WEAVER J M (1975) Geological factors significant in the assessment of rippability, *Civil Engineer in South Africa* 17 pp 313–316


